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§78.47-13

§78.47-13 Fire detecting and manual
alarm, automatic sprinkler, and
smoke detecting alarm bells.

(a) The fire detecting and manual
alarm automatic sprinklers, and smoke
detecting alarm bells in the engine
room shall be identified by at least 1
inch red lettering “FIRE ALARM”,
“SPRINKLER ALARM” or ‘“SMOKE
DETECTING ALARM” as appropriate.
Where such alarms on the bridge or in
the fire control station do not form a
part of an easily identifiable alarm
cabinet, the bells shall be suitably
identified as above.

(b) [Reserved]

§78.47-15 Fire extinguishing system
branch lines.

(a) The branch line valves of all fire
extinguishing systems shall be plainly
and permanently marked indicating
the spaces served.

(b) [Reserved]

§78.47-17 Fire extinguishing system
controls.

(a) The control cabinets or spaces
containing valves or manifolds for the
various fire extinguishing systems
shall be distinctly marked in con-
spicuous red letters at least 2 inches
high—“STEAM FIRE APPARATUS”,
“CARBON DIOXIDE FIRE APPA-
RATUS”, “FOAM FIRE APPA-
RATUS”, “WATER SPRAY FIRE AP-
PARATUS”, “MANUAL SPRINKLING
SYSTEM”, or “AUTOMATIC SPRIN-
KLING SYSTEM?”, as the case may be.

(b) [Reserved]

§78.47-20 Fire hose stations.

(a) Each fire hydrant shall be identi-
fied in red letters and figures at least 2
inches high “FIRE STATION NO 1,”
2,7 3, etc. Where the hose is not
stowed in the open or behind glass so
as to be readily seen, this identifica-
tion shall be so placed as to be readily
seen from a distance.

(b) [Reserved]

§78.47-23 Supervised patrol stations.

(a) Bach supervised patrol clock or
key station shall be numbered.
(b) [Reserved]

46 CFR Ch. | (10-1-11 Edition)

§78.47-25 Emergency squad equip-
ment.

(a) Lockers or spaces containing
equipment for the use of the emergency
squad shall be marked “EMERGENCY
SQUAD EQUIPMENT.”

(b) [Reserved]

§78.47-27 Self-contained breathing ap-
paratus.

Lockers or spaces containing self-
contained breathing apparatus shall be
marked “SELF-CONTAINED BREATH-
ING APPARATUS.”

[CGD 95-028, 62 FR 51205, Sept. 30, 1997]

§78.47-30 Hand portable fire extin-
guishers.

(a) Each hand portable fire extin-
guisher shall be marked with a number
and the location where stowed shall be
marked with a corresponding number
at least Y inch high. Where only one
type and size of hand portable fire ex-
tinguisher is carried, the numbering
may be omitted.

(b) [Reserved]

§78.47-33 Emergency lights.

(a) All emergency lights shall be
marked with a letter “E” at least 12
inch high.

(b) [Reserved]

§78.47-35 Fire doors.

(a) All doors in main vertical zone
bulkheads or stairway enclosures, ex-
cept from individual rooms such as
staterooms, fan rooms, lockers, etc.,
shall be numbered conspicuously on an
etched plate or equivalent in not less
than 3s inch letters and figures “F. S.
D. 1,7 2,7 8,7 etc. If stenciled or
similar notice is used, the letters and
figures shall be at least 1 inch high.
The number shall be conspicuous with
the door in the open position.

(b) [Reserved]

§78.47-37 Watertight doors.

(a) All watertight doors in subdivi-
sion bulkheads shall be numbered con-
spicuously on both sides on an etched
plate or equivalent in not less than 3s
inch letters and figures “W. T. D. 1,”
“2, 3, ete. If a stencilled or similar
notice is used, the letters and figures
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